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Publications Pieter J. Stuyfzand (1974-2016 April) 
In order: peer reviewed, book (chapter), lightly reviewed symposium papers, Dutch J. 
papers, reports in english, and reports in Dutch. 
 
Peer Reviewed Journal papers, English 
Khadra W.M., P.J. Stuyfzand, I.M. Khadra 2016. Mitigation of saltwater intrusion by 
‘integrated fresh-keeper’ wells combined with high recovery reverse osmosis. Submitted April 
2016 to J. Env. Management.  
Bonte, M. B.Wols, K. Maas & P.J. Stuyfzand 2016. Sources of dissolved oxygen in monitoring 
and pumping wells, with consequences for water quality and well clogging. Submitted 
feb.2016 to Hydrogeol. J. 
Grootjans, A.P.,R. Shahrudin, A. van de Craats, A. Kooijman, G. Oostermeijer, Jörg Petersen, 
Donovan Amatirsat, Chantal Bland, P.J. Stuyfzand 2016. Window of Opportunity of Liparis 
loeselii populations during vegetation succession on the Wadden Sea islands. J. Coastal 
Conservation, accepted.  
Stuyfzand, P.J. 2016. Observations and analytical modeling of freshwater and rainwater 
lenses in coastal dune systems. J. Coastal Conservation, submitted. 
Bäuerlein P.S., Puijker L. & P.J. Stuyfzand 2016. Emergency drinking water in the 
Netherlands, in prep.  
Zuurbier, K.G., N. Hartog, B.M. van Breukelen, P.J. Stuyfzand 2016. Water quality 
development during aquifer storage and recovery using multiple partially penetrating wells in 
a brackish aquifer: a field- and modeling study. Hydrogeol. J. in review 
C.G.E.M. van Beek, C.G. van Beek and P.J. Stuyfzand to be submitted. Mineralogy of 
particles in anoxic groundwater abstracted from unconsolidated sedimentary aquifers 
Kaandorp, V.P., K.J. Raat, Smits, Hartog, P.J. Stuyfzand and B.M. van Breukelen 2014. 
Assessing the feasibility of deep well injection of brackish groundwater reverse osmosis 
concentrate with reactive transport modelling. Submitted to ?? 
C.G.E.M. van Beek, B. de la Loma Gonzalez, A.A. Hubeek and P.J. Stuyfzand 2015. 
Simultaneous chemical (screen slot) and mechanical (well bore) clogging of groundwater 
abstraction wells around an artificial basin in a sloping terrain, as shown in well field Heel 
(WML). Hydrogeol. J in review 
Aggenbach, C.J.S., A.J.M. Jansen, A.P. Grootjans, P.J. Stuyfzand & B.W. Dullo 2014. 
Seepage and soil organic matter drive restoration of basiophilous fen meadows. 
Hamann, E., P.J. Stuyfzand, J. Greskowiak, H. Timmer & G. Massmann 2016. The fate of 
organic micropollutants during long-term/long-distance river bank filtration. Sci Total Envir. 
(STOTEN), 545-546, 629-640. 
Zuurbier K.G., K.J. Raat; M. Paalman; A.T. Oosterhof & P.J. Stuyfzand 2016. How subsurface 
water technologies (SWT) can provide robust, effective, and cost-efficient solutions for 
freshwater management in coastal zones. Water Resources Management DOI 
10.1007/s11269-016-1294-x 
Mollema, P., Antonellini, M., Dinelli, E., Greggio, N., Stuyfzand, P.J. 2015. The influence of 
flow-through saline gravel pit lakes on the hydrologic budget and hydrochemistry of a 
Mediterranean drainage basin. Limnology and Oceanography, doi: 10.1002/lno.10147. 
Stuyfzand, P.J. 2015. Trace element patterns in Dutch coastal dunes after 50 years of 
artificial recharge with Rhine River water. International symposium on managed aquifer 
recharge ISMAR-8, Beijing China 15-19 October 2013. Environmental Earth Sciences 73(12), 
7833-7849, DOI 10.1007/s12665-014-3770-z. 
Antoniou, E.A., B.M. van Breukelen & P.J. Stuyfzand 2015. Optimizing aquifer storage and 
recovery performance through reactive transport modeling. Applied Geochemistry 61, 29-40. 
Mollema P.N., P.J. Stuyfzand , M.H.A. Juhász-Holterman, P.M.J.A. Van Diepenbeek, M. 
Antonellini 2015. Metal accumulation in an artificially recharged gravel pit lake used for 
drinking water supply. Journal of Geochemical Exploration 150, 35-51. 
Delsman J.R., M.J. Waterloo, M.M.A. Groen, J. Groen & P.J. Stuyfzand 2014. Investigating 
summer flow paths in a Dutch agricultural field using high frequency direct measurements. J. 
Hydrology 519, 3069-3085. 
Visser, P.W., H. Kooi and P.J. Stuyfzand 2014. The thermal impact of aquifer thermal energy 
storage (ATES) systems; a case study combining monitoring and modeling. Hydrogeology J., 
DOI 10.1007/s10040-014-1224-z. 
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Delsman J.R. , K. Huang, P.C. Vos, P.G.B. de Louw, G.H.P. Oude Essink, P.J. Stuyfzand & 
M.F.P. Bierkens 2014. Palaeo-modeling of coastal salt water intrusion during the Holocene: 
an application to the Netherlands. Hydrol. Earth Syst. Sci., 18, 3891–3905. 
Bonte M., Stuyfzand P.J., van Breukelen, B.M. 2014. Reactive Transport Modeling of Thermal 
Column Experiments to Investigate the Impacts of Aquifer Thermal Energy Storage on 
groundwater quality. Envir. Sc. And Technol. dx.doi.org/10.1021/es502477m 
Antoniou, E.A., Hartog, N., van Breukelen, B.M., Stuyfzand, P.J., Aquifer pre-oxidation using 
permanganate to mitigate water quality deterioration during aquifer storage and recovery. 
Applied Geochemistry 50 (2014) 25–36. 
Zuurbier, K.G., W.J. Zaadnoordijk, P.J. Stuyfzand 2014. How multiple partially penetrating 
wells improve the freshwater recovery of coastal aquifer storage and recovery (ASR) 
systems: A field and modeling study. Journal of Hydrology 509 (2014) 430–441. 
Khadra, W.M. and P.J. Stuyfzand 2014. Separating Baseline Conditions from Anthropogenic 
Impacts: The Damour Coastal Aquifer (Lebanon) as an Example, Hydrological Sciences 
Journal, 59 (10) 2014, 1872-1893. 
Zuurbier K.G., Kooiman J.W., Maas B., Groen M.M.A., Stuyfzand P.J., 2015. Enabling 
successful aquifer storage and recovery using horizontal directional drilled wells (HDDWs) in 
coastal aquifers. Journal of Hydrologic Engineering 2015.20, B4014.003 1-7. 
Bonte M., Röling, W.F.M., Zaura, E., van der Wielen, P.W.J.J., Stuyfzand P.J., van 
Breukelen, B.M. 2013. Impacts of shallow geothermal energy production on redox processes 
and the microbial community. Environ. Sci. Technol., dx.doi.org/10.1021/es4030244, 47(24), 
14476-14484. 
Aggenbach, C.J.S., H. Backx, W.J. Emsens, A.P. Grootjans, L.P.M. Lamers, A.J.P. Smolders, 
P.J. Stuyfzand, L. Wołejko & R. Van Diggelen 2013. Do high iron concentrations in rewetted 
rich fens hamper restoration? Preslia 85: 405–420. 
Delsman, J.R., G.H.P. Oude Essink, K.J. Beven and P.J. Stuyfzand 2013. Uncertainty 
estimation of end-member mixing using generalized likelihood uncertainty estimation (GLUE), 
applied in a lowland catchment. Water Resources Research VOL. 49, 4792–4806. 
"Bustos Medina, D.A., G.A. van den Berg, B.M. van Breukelen, M. Juhasz-Holterman, P.J. 
Stuyfzand 2013. Iron hydroxide clogging of public supply wells  
receiving artificial recharge: Near-well and in-well hydrological and hydrochemical 
observations. Hydrogeology Journal 21(7), 1393-1412." 
Antoniou, E.A., P.J. Stuyfzand & B.M. van Breukelen 2013. Reactive transport modeling of an 
aquifer storage & recovery (ASR) pilot in an anoxic sandy aquifer. Applied Geochemistry 35 
(2013) 173–186. 
Zuurbier, K.G., Bakker, M., Zaadnoordijk, W., Stuyfzand, P.J., 2013a. Identification of 
potential sites for aquifer storage and recovery (ASR) in coastal areas using ASR 
performance estimation methods. Hydrogeology Journal, 21(6): 1373-1383. 
Bonte, M., B.M. van Breukelen, P.J. Stuyfzand 2013. Temperature induced impacts on 
groundwater quality and arsenic mobility in anoxic aquifer sediments used for both drinking 
water and shallow geothermal energy production. Water Research 47(14): 5088-5100. 
Mollema, P.N., M. Antonelli, E. Dinelli, G. Gabbianelli, N. Greggio & P.J. Stuyfzand 2013. 
Identification of fresh and saltwater intrusion types in the upper Ravenna Coastal aquifer 
(Italy) via hydrochemical systems analysis. Applied Geochemistry (34), pp. 207 - 221 . 
Bonte, M., B.M. van Breukelen, P.J. Stuyfzand 2013. Environmental impacts of aquifer 
thermal energy storage investigated by field and laboratory experiments. Journal of Water 
and Climate Change (4.2), 77-89 
"Eschauzier, C., K.J. Raat, P.J. Stuyfzand & P. de Voogt 2013. Perfluorinated alkylated acids 
in groundwater and drinking water: 
identification, origin and mobility. Science of the Total Environment 458–460 (2013) 477–
485." 
Antoniou, E.A., B.M. van Breukelen, B. Putters & P.J. Stuyfzand 2012. Hydrogeochemical 
patterns, processes and mass transfers during aquifer storage & recovery (ASR) in an anoxic 
sandy aquifer. Àpplied Geochemistry 27, p.2435-2452. 
Karlsen, R.H., F.J.C. Smits, P.J. Stuyfzand, T.N.Olsthoorn, B.M. van Breukelen 2012. A post 
audit and inverse modeling in reactive transport: 50 years of artificial recharge in the 
Amsterdam water supply dunes. J. Hydrol 454-455, p.7-25. 
Mendizabal, I., P.J. Stuyfzand & P.K. Baggelaar 2012. Hydrochemical trends for public supply 
well fields in The Netherlands (1898–2008), natural backgrounds and upscaling to 
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groundwater bodies. J. Hydrol. (2012), Volume 450, p. 279-292, 
http://dx.doi.org/10.1016/j.jhydrol.2012.04.050. 
Bonte, M., P.J. Stuyfzand, G. van den Berg,  W.A.M. Hijnen 2011. Effects of aquifer thermal 
energy storage on groundwater quality and the consequences for drinking water production: A 
case study from the Netherlands. Water Science and Technology 63 (9):1922-1931. 
"Mendizabal, I., P.J. Stuyfzand & A. Wiersma 2011. Hydrochemical system analysis of public 
supply well fields,  
to reveal water quality patterns and define groundwater bodies:The Netherlands. 
Hydrogeology Journal 19, 83-100, DOI 10.1007/s10040-010-0614-0." 
Bonte, M., P.J. Stuyfzand, A. Hulsmann, P. Van Beelen 2011. Underground thermal energy 
storage: environmental risks and policy developments in the Netherlands and EU. Ecology & 
Society 16(1): paper 22, http://www.ecologyandsociety.org/vol16/iss1/art22/ 
Mendizabal, I. & P.J. Stuyfzand 2011. Quantifying the vulnerability of well fields towards 
anthropogenic pollution: The Netherlands as an example. J. Hydrology 398, 260-276. 
Wallis, I., H. Prommer, C.T. Simmons, V. Post & P.J. Stuyfzand 2010. Evaluation of 
conceptual and numerical models for arsenic mobilization and attenuation during managed 
aquifer recharge. Environ. Sci. Technol. 2010, 44, 5035–5041. 
Eschauzier, C., J. Haftka, P.J. Stuyfzand and P. de Voogt 2010. Perfluorinated compounds in 
infiltrated river Rhine water and infiltrated rain water in coastal dunes. ES&T 44(19), 7450-
7455,  10.1021/es100471z 
de Louw P.G.B., G.H.P. Oude Essink, P.J. Stuyfzand, S.E.A.T.M. van der Zee 2010. Upward 
groundwater flow in boils as the dominant mechanism of salinization in deep polders, The 
Netherlands. J. Hydrology 394 (2010) 494–506. 
Van Beek, C.G.E.M., A.H. de Zwart, M. Balemans, J.W. Kooiman, C. van Rosmalen, H. 
Timmer, J. Vandersluys & P.J. Stuyfzand 2010. Concentration and size distribution of 
particles  in abstracted groundwater. Water Research 44, 868–878. 
Stuyfzand, P.J. & K.J. Raat 2010. Benefits and hurdles of using brackish groundwater as a 
drinking water source in the Netherlands. Hydrogeol. J. 18, 117-130. 
Van Beek, C.G.E.M., R.J.M. Breedveld, M. Juhász-Holterman, A. Oosterhof & P.J. Stuyfzand 
2009. Cause and prevention of well bore clogging by particles. Hydrogeol J. 17, 1877-1886. 
Mendizabal, I. & P.J. Stuyfzand 2009. Guidelines for interpreting hydrochemical patterns in 
data from public supply well fields and their value for natural background groundwater quality 
determination. J Hydrol. 379 (2009), 151-163, doi: 10.1016/j.jhydrol.2009.10.001 
Van Beek, C.G.E.M., R.J.M. Breedveld, & P.J. Stuyfzand 2009. Prevention of two types of 
well clogging. JAWWA 101(4), 125-134. 
PROMMER, H., J. Greskowiak & P.J. STUYFZAND 2008. Simulating transient redox zonation 
and its impact on the fate of micropollutants during managed aquifer recharge. GEOCHIMICA 
ET COSMOCHIMICA ACTA    Volume: 72    Issue: 12    Pages: A764-A764, Supplement 1. 
Foppen, J.W.A., M. van Herwerden, M. Kebtie, A. Noman, J.F. Schijven, P.J. Stuyfzand & S. 
Uhlenbrook 2008. Transport of Escherichia Coli and solutes during waste water infiltration in 
an urban alluvial aquifer. J. Contam. Hydrol. 95 (2008) 1-16. 
PROMMER, H. & P.J. STUYFZAND 2005. Identification of temperature-dependent water 
quality changes during a deep well injection experiment in a pyritic aquifer. Environ. Sci. & 
Technol. 39, 2200-2209. 
Stuyfzand, P.J. & J. Kappelhof 2005. Floating, high-capacity desalting islands on renewable 
multi-energy supply. Desalination 177 (2005), 259-266. 
VAN DER VELDE, R.T., P. HIEMSTRA, E.C.M. RUIJGROK, P.J. STUYFZAND, J.W. 
KOOIMAN & G. MESMAN  2005. The benefits of air pollution control to water supply in the 
Netherlands. Water Environment 21, December, 48-50. 
SAALTINK, M.W., C. AYORA, P.J. STUYFZAND & H. TIMMER 2003. Analysis of a deep well 
recharge experiment by calibrating a reactive transport model with field data. J. Contaminant 
Hydrol 65, 1-18. 
STUYFZAND, P.J. 1999a. Patterns in groundwater chemistry reflecting groundwater flow. 
Hydrogeol. J. 7, Theme issue 'Groundwater as a geologic agent', J. Tóth (ed), Hydrogeology 
J. (7), 15-27. 
GROOTJANS, A.P., W.H.O.ERNST & P.J. STUYFZAND 1998. European dune slack 
ecosystems: wetlands with many endangered species and strong interactions of biology, 
pedogenesis and hydrology. TREE 13, 96-100. 
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SIVAL, F.P., A.P. GROOTJANS, P.J. STUYFZAND & T. VERSCHOORE DE LA HOUSSAYE 
1997. Variation in groundwater composition and decalcification depth in a dune slack: effects 
on basiphilous vegetation. J. Coastal Conservation 3, 79-86. 
VAN DER JAGT, H. & P.J. STUYFZAND 1996. Methods for trace element analysis in surface 
water, atomic spectrometry in particular. Fresenius J. Anal. Chem. 354, 32-40. 
GROOTJANS, A.P., F.P. SIVAL & P.J. STUYFZAND 1996. Hydro-geochemical analysis of a 
degraded dune slack. Vegetatio 126, 27-38. 
STUYFZAND, P.J. 1995. The impact of land reclamation on groundwater quality and future 
drinking water supply in The Netherlands. Water Sci & Technol. 31 (1995), 47-57. 
STUYFZAND, P.J. 1990b. Hydrochemical facies analysis of coastal dunes and adjacent low 
lands : The Netherlands as an example. In Dunes, European coasts, T.W.M. Bakker, P.D. 
Jungerius & J.A. Klijn (eds), Catena Supplement 18, 121-132. 
STUYFZAND, P.J. 1989d. Hydrochemical evidence of fresh and salt water intrusions in the 
coastal dunes aquifer system of the Western Netherlands. (Flemish) Natuurwe-tensch. 
Tijdsch. 70, 9-29. 
Stuyfzand, P.J. 1989c. Hydrology and water quality aspects of Rhine bank ground water in 
The Netherlands. J. Hydrol. 106, 341-363. 
STUYFZAND, P.J. 1989b. An accurate, relatively simple calculation of the saturation index of 
calcite for fresh to salt water. J. Hydrol. 105, 95-107. 
STUYFZAND, P.J. 1987c. Influences of filtration and storage of groundwater samples on 
sample composition. Trends in Anal. Chem. (TrAC), 6, 50-54. 
VAN DER KOOIJ, D., J.T. GROENNOU, J.C. KRUITHOF, P.C. NOORDAM, A. NOORDSIJ, 
P.J. STUYFZAND & M.A. VAN DER GAAG 1985. Water quality aspects of riverbank filtration 
in the Netherlands. Water Supply 3, 41-50.  
 
Book (chapter), English 
Mendizabal, I and P.J. Stuyfzand 2011. HyCA, the all in one approach for efficient spatial and 
temporal analysis of large water quality databases. Ch.3 in I. Mendizabal 2011, Public supply 
well fields as a valuable groundwater quality monitoring network, Ph.D thesis VU University 
Amsterdam, 121p. 
Macedonio, F., Drioli, E., Raat, K.J., Stuyfzand, P.J., van de Wetering, S., Groenendijk, M., 
Laborie, S., Cabassud, C., Méricq, J.-P., Gilron, J. (2011). Process strategies for mitigation of 
impact of concentrates on the environment. In: Enrico Drioli, A.C.a.F.M. (ed) Membrane 
Based Desalination: An Integrated Approach (MEDINA). IWA Publishing, London, p.117-149. 
Stuyfzand, P.J. 2011. Hydrogeochemical processes during river bank filtration and artificial 
recharge of polluted surface waters: zonation, identification and quantification. In C. Ray and 
M. Shamrukh (eds), Riverbank Filtration for Water Security in Desert Countries, Nato Science 
for Peace and Security Series C: Environmental Security, 97-128. 
STUYFZAND, P.J., M.H.A. Juhasz-Holterman, W.J. de Lange 2006. Riverbank filtration in the 
Netherlands: well fields, clogging and geochemical reactions. In: Riverbank filtration 
hydrology: impacts on system capacity and  water quality (ed. S.A. Hubbs), Proc. NATO 
Advanced Research Workshop on Riverbank Filtration Hydrtology, Bratislava, 7-10 Sept. 
2004, Springer NATO Science Series IV, Earth and Envir Sciences 60, 119-153. 
BAKKER, T.W.M & P.J. STUYFZAND, 1993. Nature conservation and extraction of drinking 
water in coastal dunes : the Meijendel dunes. In : Landscape ecology of a stressed 
environment, C.C. Vos & P. Opdam (eds), IALE-Studies in Landscape Ecology 1, Chapman & 
Hall, Lon-don, 244-262.  
Stuyfzand, P.J. 1993b. Hydrochemistry and hydrology of the coastal dune area of the 
Western Netherlands. Ph.D Thesis Vrije Univ. Amsterdam, published by KIWA, ISBN 90-
74741-01-0, http://dare.ubvu.vu.nl/handle/1871/12716, 366 p. 
 
Lightly Reviewed Symposium papers, English 
Khadra W.M. & P.J. Stuyfzand 2016.  Mass balancing to define major hydrogeochemical 
processes in salinizing dolomitic limestone aquifers: Example from Eastern Mediterranean 
(Lebanon). Proc. SWIM-24 Cairns, in press.. 
Zuurbier  K.G., P.J. Stuyfzand, and N. Hartog 2016. Increasing freshwater recovery upon 
aquifer storage in brackish-saline aquifers: what can hydrological engineering bring? Proc. 
ISMAR-9 Mexico City, in press 
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Stuyfzand, P.J., E. Smidt, K. Zuurbier, N. Hartog, M. Dawoud 2016. Observations and 
prediction of recovered quality of desalinated sea water in the Strategic ASR Project in Liwa, 
Abu Dhabi. Proc. ISMAR-9 Mexico City, in press. 
Schijven J., L. Hornstra, P.J. Stuyfzand, G.J. Medema 2016. Empirical formulas to predict 
virus attachment in aquifers as a function of redox conditions. IWA World Water Congress 9-
13 Oct. 2016 Brisbane. 
Mollema, P.M., M. Antonellini, & P.J. Stuyfzand 2014. The effect of saline gravel pit lakes 
(Ravenna, Italy) on groundwater chemistry.  In H. Wiederhold, J. Michaelsen, K. Hinsby & B. 
Nommensen (Eds), SWIM 2014, 23rd Salt Water Intrusion Meeting, Programme and 
Proceedings, Husum Germany, Leibniz-Institut für Angewandte Geophysik Hannover, 248-
250. 
Delsman J.R., K.R.M. Huang, P.C. Vos, P.G.B. de Louw, G.H.P. Oude Essink, P.J. Stuyfzand 
& M.F.P. Bierkens 2014. Palaeo-modeling of coastal salt water intrusion during the Holocene: 
an application to the Netherlands.  In H. Wiederhold, J. Michaelsen, K. Hinsby & B. 
Nommensen (Eds), SWIM 2014, 23rd Salt Water Intrusion Meeting, Programme and 
Proceedings, Husum Germany, Leibniz-Institut für Angewandte Geophysik Hannover, 91-94. 
Stuyfzand, P.J., K.G. Zuurbier and A. Antoniou 2014. Problems and solutions when storing 
fresh water in brackish aquifers for later use. In H. Wiederhold, J. Michaelsen, K. Hinsby & B. 
Nommensen (Eds), SWIM 2014, 23rd Salt Water Intrusion Meeting, Programme and 
Proceedings, Husum Germany, Leibniz-Institut für Angewandte Geophysik Hannover, 397-
400. 
Stuyfzand, P.J. 2014. Predicting the effects of sea spray deposition and evapoconcentration 
on shallow coastal groundwater salinity under various vegetation types. In H. Wiederhold, J. 
Michaelsen, K. Hinsby & B. Nommensen (Eds), SWIM 2014, 23rd Salt Water Intrusion 
Meeting, Programme and Proceedings, Husum Germany, Leibniz-Institut für Angewandte 
Geophysik Hannover, 401-404. 
Zuurbier, K.G., P.J. Stuyfzand & J.W. Kooiman 2013. The Freshmaker: enabling aquifer 
storage and recovery (ASR) of freshwater using horizontal directional drilled wells (HDDWs) 
in coastal areas. Proc. ISMAR-8 Beijing, China. 
Zuurbier, K.G., Zaadnoordijk, W.J., Stuyfzand, P.J., 2013d. Towards successful aquifer 
storage and recovery (ASR) in coastal aquifers: use of ASR feasibility mapping and multiple 
partially penetrating wells, International symposium on managed aquifer recharge (ISMAR) 8, 
Beijing, China. 
Zuurbier, K.G. and P.J. Stuyfzand 2012. Optimizing small- to medium-scale aquifer storage 
and recovery in coastal aquifers for irrigation water supply.  In G. Cardoso da Silva and 
S.M.Gico de Lima Montenegro (Eds) 'SWIM-22 - 22nd Salt Water Intrusion Meeting, Proc. 
SWIM 22, Buzios Brazil, Meta Marketing e Eventos Publ, 144-147. 
Stuyfzand, P.J. , F. Schaars and K.J. van der Made 2012. Multitracing the origin of brackish 
and saline groundwaters near a dune catchment area with beach and dune nourishment 
(Monster, Netherlands). In G. Cardoso da Silva and S.M.Gico de Lima Montenegro (Eds) 
'SWIM-22 - 22nd Salt Water Intrusion Meeting, Proc. SWIM 22, Buzios Brazil, Meta Marketing 
e Eventos Publ, 93-96. 
Stuyfzand, P.J. & G.J. Zwolsman 2010. Aquifers as a storage and reaction vessel: a cure-all 
for climate change? In Ábstracts Scientific Programme Deltas in Depth'. Internat. Conf. 
Rotterdam, Netherlands, 29 September - 1 October 2010, p.75. 
Rambags F., P.J. Stuyfzand, S. de Haas, P. Dammers and T.N. Olsthoorn 2010. The role of 
reeds (Phragmites Australis) in basin recharge. ISMAR-7, Abu Dhabi, 9-13 Oct 2010, 
published 2012, available on line via http://www.dina-mar.es. 
Raat, K.J., P.J. Stuyfzand, H. Boukes, A.T. Oosterhof and J.W. Kooiman 2010. Water quality 
changes following deep well injection of supersaturated BWRO membrane concentrate. 
ISMAR-7, Abu Dhabi, 9-13 Oct 2010, published 2012, available on line via http://www.dina-
mar.es. 
Stuyfzand, P.J. & R.D.G. Pyne 2010. Arsenic behavior in SW Florida ASR systems and its 
expert modeling. In 'Achieving groundwater supply, sustainability and reliability through 
Managed Aquifer Recharge', Proc. ISMAR-7, Abu Dhabi, 9-13 Oct 2010, p.178-187, 
published 2012, available on line via http://www.dina-mar.es.  
Stuyfzand, P.J. 2010. Multitracing of artificially recharged Rhine River water in the coastal 
dune aquifer system of the Western Netherlands. In 'Achieving groundwater supply, 
sustainability and reliability through Managed Aquifer Recharge', Proc. ISMAR-7, Abu Dhabi, 
9-13 Oct 2010,  published 2012, p.188-195, available on line via http://www.dina-mar.es. 
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Wallis, I. Henning Prommer, Craig T. Simmons, Vincent Post and Pieter J. Stuyfzand 2010. 
Numerical evaluation of arsenic behaviour during deep well injection. Proc. ISMAR 7 
Stuyfzand, P.J. & Mendizabal, I. 2010. Trace element concentrations of groundwater from 
public supply well fields, and their relation with marine sedimentary environments of the 
aquifer and postdepositional salinity changes. In: M.T. Condesso de Melo et al. (eds), 
Proceedings SWIM-21 Azores, June 21-26 2010, ISBN 978-972-97711-4-9, p24. 
Stuyfzand, P.J. 2009. Identification, mapping and side reactions of fresh and salt water 
intrusion in coastal aquifers. Geoitalia 2009, VII Forum Italiano di Scienze della Terra, Rimini, 
9-11 settembre 2009, Epitome (3), p.33. 
STUYFZAND, P.J. & R.J. STUURMAN 2008. Origin, distribution and chemical mass balances 
for brackish and saline groundwaters in the Netherlands. Proc. In: G. Barrocu (ed) Proc. 1st 
SWIM-swica Joint Saltwater Intrusion Conference, Cagliari-Baia de Chia, Sept24-29 2006, 
151-164. 
Stuyfzand, P.J. 2008. Base exchange indices as indicators of salinization or freshening of 
(coastal) aquifers. In: Program and Proceedings 20th Salt Water Intrusion Meeting, June 23-
27 2008, Naples (Fl) USA, Univ Florida, IFAS Research, 262-265. 
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