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Add a printer on your
own device
Printer installation
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Installing a printer on your own computer

Before you begin.

The following instruction is supported by the TU Delft and has been tested to be working. We are offering this manual
to you as an extra service. In the event you have a different configuration or version of Linux Samba other than the
one described here and you have problems installing a FollowMe printer, neither ICT & FM nor a Service Desk will

be able to help you to install your printers.

Prerequisites

In order to connect to the printer servers, make sure that you are connected to the TU Delft Network (wired).

Introduction

This how-to will help you to add printer via Samba to your Linux desktop documents at TUDelft.

1. Download the driver

Step 1. Download the printer driver (PPD) from the
following site:
https://webprint.tudelft.nl/install/linux/xrxC8035.ppd

2. Open the Printer Dialog:
Step 1. Click on Server — New — Printer or Click on Add

Server Printer View Help

& Add

FollowhMe

Connected to localhost

Step 3. Choose PPD file and browse to the directory
where you have stored the downloaded printer driver.
Click on ‘Forward".

Choose Driver
() select printer from database
(e} Provide PPD file

PostScript Printer Description (PPD) files can often be found on the driver disk that comes with the printer. For PostScript
printers they are often part of the Windows® driver

|| xxc8035.ppd [i=3
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Step 2. Add the following line in “Enter device url:"
printserver.tudelft.net/FollowMe
Click on ‘Forward".

Select Device

Devices SMB Printer

LPT #1 smbyj  printservertudelft.net/FollowMe
Serial Port #1
Serial Port #2
Enter URI

~ Network Printer

Browse. .

smb://lworkgroup/lserver[portljprinter
Authentication
() Prompt user if authentication is required

Find Network Printer (e) Set authentication details now
Internet Printing Protocol (ipps)
AppSockst/HP JetDirect

Internet Printing Protocol (ipp)
Internet Printing Protocol (https)
windows Printer with Kerberos Authentic Verify.
LPD/LPR Host or Printer

Username: ~ <netid>

Password:

Windows Printer via SAMBA

Step 4. Enter the Printer Name such as: FollowMe. Click
on ‘Apply”.

Describe Printer

Printer Name

Short name for this printer such as "laserjet”

| FollowMd |

Description (optional)

Human-readable description such as "HP Laser.Jet with Duplexer”

Xerox AltaLink C8035 ‘

Location (optional)

Human-readable location such as "Lab 1"
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Step 5. Printer ‘FollowMe’ is now added.

Server Printer View Help

% Add c

FollowMe

Connectedto localhost

3. Authentication of the print job:

Step 1. Click with right-button of the mouse on “View Step 2. Click with the right-button on print job.
Print Queue”.
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) Job  User Document Printer Size Time submitted Status
Properties B r
@ B ) p 18 Unknown TestPage FollowMe Ok aminute ago EHeld for authentication
Duplicate Y \

FollowMe
Rename

Delete

|| Connected to localhost [V Enabled

8 [V shared
Create class

Set As Default

View Print Queue  Cirl+F i
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Step 4. You can print now.
check the ‘Remeber password’. Then click ‘OK’.

Authentication required for printing document “Test Page' (job 18)

Username: <netid>
Password

[z Remember password

l Cancel ] | oK |




